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VARIABLE AND HIDDEN SIGNS 
 
Our lane control and speed control signals are compact and safe devices, with 
the highest reliability and easy maintenance. These signs make it possible to 
replace traditional (static) signs, significantly increasing their visibility. 
 
All our signals have adaptable dimensions:500mm, 600mm, 750mm, 800mm, 
900mm and 1000mm. In the case of lane cross signs Lania offers also doble 
detour configuration. 
 
VSL (Variable Speed Limit) 
These signs show the speed limit, of two or 
three digits and that is completely variable, 
adapting to the needs of the road. We have 
indoor and outdoor models, with different 
sizes, and with all the adaptable conditions 
(Sustainable power supply, openings, control). 
 
LCS (Lane Cross Signs) 
Our signs show the feasibility of designated 
lanes and guide drivers. They are totally 
variable according to the needs that the 
control center wishes to indicate at any given time. Lania AF signals always have 
a double offset, regardless of the adaptation that is made (aperture, 
measurements, power supply), being an advantage to be able to show all the 
indication options. 
 
TUNNEL SIGNS: HIDDEN SIGNS 
Control signs are commonly used at the entrances and inside of tunnels, being 
a highly useful and visible tool for traffic variability and the indications needs. 
On many occasions, they are combined with information panels with 1 or 2 lines 
for an improvement in the indications to the driver. 
 
Lania offers to be adapted to all the necessary solutions for each route, 
being 1 project = 1 product. 
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As in all Lania products, our commercial and engineering departments will be 
able to adapt the requirements of any client to a GREEN system, as long as 
any product can become a GREEN product. 

 
 

TECHNIC FEATURES 
 

Standardization EN12966-1:2005+A1:2009 

Production control Certificate CE 
Temperature -25ºC a +60ºC 
Humidity Until 95% without condensation 
Protection degree IP66  
Compliance EN 12966-1 T1/T2 P3 D4 
MTBF 60.000 hours (minimum) 
LED estimated lifetime 100.000 hours (minimum) 
Product estimated lifetime 10 years (minimum) 
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DISPLAY AND OPTIC FEATURES 
 

Graphic Display LVS: dedicated graphic zones (green, red 
and amber led) 
VSL: Frame (red led) 

Alphanumeric Display VSL: 2 o 3 digits (amber or White led) 
Type of LED SMD 
Compliance EN12966 L3 R3 C2 B4 

 

 

 

 

 

ELECTRIC FEATRUES 
 

Supply Monophasic 230VAC 
Battery system Optional 
Fan system required Not required 
Maximum power 25 W 

 

MECHANIC FEATURES 
 

Construction / material  Galvanized steel 2mm 
Frontal protection policarbonato 2mm, AR / UV protection 
Color Matt black with low reflection RAL 9005 
Weight 50 Kg (estimated, dep. On typology) 
Dimensions (High x wide x depth) 1000 x 1000 x 120 mm (estimated, dep. On typology) 
Compliance EN12966-1 WL7 TDB2 TDT0 DSL4 

 

 

FUNCTIONAL FEATURES 
 

Communication: Interfaces 
RS232 / RS485   

Ethernet TCP/IP (RJ45) - 3G/4G Fiberoptic 

 Protocol UNE 199051-2, contacts 
Brightness control  Manual / Automatic by photocell 


